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0.500 POWER BRAKE VALVE
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NOTES:
1) DIMENSION MAY VARY BETWEEN UNITS AND ARE FOR REFERENCE PURPOSES ONLY.
   MILLIMETER VALUES MAY NOT BE AN EXACT CONVERSION OF INCH VALUES.
2) BOOSTER SECTION P/N: 20-100-292.
3) BOOSTER SECTION FOR USE WITH MINERAL BASE HYDRAULIC OIL ONLY.
4) BOOSTER SECTION REPAIR KIT P/N 02-400-182.
5) MASTER CYLINDER SECTION P/N: 20-100-291.
6) MASTER CYLINDER SECTION FOR USE WITH DOT 3, 4 OR 5 BRAKE FLUID ONLY.
7) MASTER CYLINDER REPAIR KIT P/N 02-400-185.
8) SURFACE FINISH: OLIVE DRAB PRIMER PER DOD-P-15328 SPECIFICATION.
 

PERFORMANCE CHARACTERISTICS:
1) MASTER CYLINDER SECTION OUTPUT PRESSURE: 1230�#�50 PSI @ 10 GPM
2) RELIEF VALVE PRESSURE (BOOSTER SECTION): 420�#�10 PSI @ 10 GPM AT 120 �$�F OIL TEMPERATURE.
3) INPUT FORCE (POWER) APPROXIMATE: 350 LBS. @ 1230 PSI.
4) FLUID DISPLACEMENT: 
       1.62 CU. IN. PRIMARY
       1.62 CU. IN. SECONDARY
5) PUSH ROD TRAVEL: 1.62 IN.

BLEEDER PORTS
RECOMMENDED TORQUE: 9-15 LBFT

LOCATION OF PART NUMBER
AND DATE CODE

RESERVOIR PORT
#6 SAE O-RING PORT

PER SAE J1926/1: 9/16-18
FOR .38 NOM. TUBE O.D.

PRIMARY TO BRAKES
7/16-24UNS-2B INVERTED TUBE SEAT

FOR .25 NOM. TUBE O.D.

SECONDARY TO BRAKES
7/16-24UNS-2B INVERTED TUBE SEAT
FOR .25 NOM. TUBE O.D.

4X 7/16-14UNC-2B �x� THRU
EQUALLY SPACED ON �n�4.50 BOLT CIRCLE

1/2-20UNF-2B �x� .94

OUTLET PORT
#10 SAE O-RING PORT
PER SAE J1926/1: 7/8-14
.63 NOM. TUBE-OUTLET

INLET PORT
#10 SAE O-RING PORT

PER SAE J1926/1: 7/8-14
.63 NOM. TUBE-INLET

#6 SAE O-RING PORT
PER SAE J1926/1: 9/16-18
FOR .38 NOM. TUBE O.D. 
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